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MK03 - Gas Mosquito Trap 

 

 

 
 

 
Model MK03 - Gas Mosquito Trap 

Coverage 4000m2 

Weight 13 kg 

Maintenance - Refill 10L LP-gas and attractant in every 21 days 

- Clean in every 2 months 
Power supply Rechargeable battery, 1 charge last for 1 season 

Work principle Use carbon dioxide derived from LP-gas and attractant to lure mosquitos 

Remarks - For outdoor use only 
- Stay away from fire 
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Mosquitoes only become active when the outdoor temperature is at or above 

50oF and are most active at dawn. Smart technology allows the mosquito trap 

to automatically adjust to these external conditions ensuring optimal 

mosquito control when it’s needed while virtually eliminating propane and 

attractant waste. 

The mosquito trap offers 4 different fuel saving modes that can be easily 

set via its LCD panel. These saving modes allow the trap to power down 

and restart at pre-set times to save propane consumption during mosquito 

activity off peak hours. 

 

The LCD panel also provides trap maintenance cues so you will always 

know when it is time to replace the attractant or the net, when the battery 

is low, the propane is out or even if the propane nozzle is clogged 

The mosquito trap’s net is engineered to maximize continuous, unblocked 

airflow – critical to the performance of the trap. This innovative net also 

allows for easy disposal, eliminating any interaction with mosquitos and 

features increased capacity, which extends its life up to 40%. 
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